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444-X
Coladera de Cúpula para Azotea.

Roof Drain with Dome Strainer

Technical Specification Sheet

altura del sello hidráulico
water seal height

SECCIÓN A-A
A-A SECTION

PRODUCT FEATURES

Roof drain with dome strainer.
Clamp collar to install waterproofing membrane 
Removable dome strainer.
Easy maintenance.
Recommended for roof and places of little 
pedestrian traffic.

MATERIALS:
Cast iron body with anti-corrosion paint
coating.
 
CONNECTION:
Bottom outlet to:
Ø 4" cast iron pipe with neoprene shielded 
transition coupling.
Ø 4" cast iron pipe with black cast iron 
coupling.
 

CARACTERÍSTICAS DEL PRODUCTO

Coladera de cúpula para azotea.
Marco para instalar membrana impermeabilizante.
Rejilla removible.
Fácil mantenimiento.
Recomendadas para azoteas y lugares de poco 
tránsito peatonal.

MATERIAL:
Cuerpo de hierro fundido con recubrimiento de 
pintura anticorrosiva.
 
CONEXIÓN:
Salida inferior a:
Tubo de hierro fundido Ø 4" con cople de 
transición.
Tubo de hierro fundido Ø 4" con cople de hierro 
fundido negro.

Los productos ilustrados pueden sufrir cambios sin previo aviso en su aspecto o partes, 
como resultado de los procesos de mejora continua  al que están sujetos, sin implicar 
mayor responsabilidad de la fábrica.
Visite nuestras páginas www.helvex.com.mx para México y www.helvex.com para el 
mercado internacional.

Illustrated products may suffer changes without previous notice in its appearance or 
parts, as a result of the continuous improvement processes to which they are subject, 
does not imply greater responsability of the factory.
Visit our pages www.helvex.com.mx for México and www.helvex.com for the
international market.
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